
LB20 SERIES
BIFOLD MOUNTED RAMP



The LB20 Series ramp is a high-strength aluminum, surface-mount ramp that installs 
easily into any vehicle with a flat surface. The unique design stores vertically and can 
be positioned for use in seconds. It increases efficiency while reducing dangerous lifting 
and equipment damage. The ramp comes in both standard and spring-assist versions. 
The LB20 Series weighs between 84 to 225 pounds and its weight capacity ranges 
between 750 and 1,500 pounds, depending on the model.

QUICK UNLOADING
& LOADING
The LB20 is easy to release 
and deploy with quick-release 
latches and sturdy hinge points. 
The LB20 works well for rear 
or side loading applications.

HIGH STRENGTH 
ALUMINUM
LB20 is designed for reliability 
using extruded high strength 
steel. The extensive line of 
LB20 sizes provides a option 
for any delivery application.

DEAD SPACE 
STORAGE
The LB20 ramp folds in half 
and stores vertically in the 
dead space of the vehicle. 
The bi-fold ramp collapses to 
roughly 7.5 inches in depth.

EASY BASEPLATE 
INSTALLATION
The LB20 mounts easily on a 
flat surface and covers only 
15 inches of floor space. The 
baseplate requires 4 bolts in 
the floor to install for use.

LB20
Bifold Ramp

REDUCE LIFTING WITH 
SPRING ASSIST
The spring assist option aids 
in transitioning the ramp 
smoothly when deploying or 
collapsing. The wheel kit rolls 
the ramp over flat surfaces.
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LB20 FLAT MOUNT

7851-A004 LB20-24-72 1250 84

7851-A000 LB20-24-81 1250 90

7851-A010 LB20-24-90 1250 96

7851-A011 LB20-24-99 1250 102

7851-A012 LB20-24-108 1250 108

7851-A013 LB20-24-117 1000 114

7851-A005 LB20-30-54 1250 82

7851-A006 LB20-30-72 1250 94

7851-A002 LB20-30-81 1250 100

7851-A015 LB20-30-90 1250 106

7851-A016 LB20-30-99 1250 112

7851-A017 LB20-30-108 1250 118

7851-A018 LB20-30-117 1000 124

7851-A019 LB20-30-126 750 130

7851-A008 LB20-36-72 1250 104

7851-A001 LB20-36-81 1250 110

7851-A021 LB20-36-90 1250 116

7851-A022 LB20-36-99 1250 122

7851-A023 LB20-36-108 1250 128

7851-A024 LB20-36-117 1000 134

7851-A025 LB20-36-126 750 140

7851-A026 LB20-36-135 750 146

7855-4012 LB20-36-81 1250 110

7855-4013 LB20-36-90 1250 116

LB20 SPRING ASSIST

78425-A11 LB20-24-99SA 1250 147

78425-A17 LB20-24-108SA 1250 153

78425-A17 LB20-24-117SA 1000 159

78425-A11 LB20-30-90SA 1250 150

78425-A09 LB20-30-99SA 1250 157

78425-A17 LB20-30-108SA 1250 163

78425-A17 LB20-30-117SA 1000 169

78425-A16 LB20-30-126SA 750 175

78425-A11 LB20-36-81SA 1250 155

78425-A09 LB20-36-90SA 1250 161

78425-A07 LB20-36-99SA 1250 167

78425-A17 LB20-36-108SA 1250 173

78425-A16 LB20-36-117SA 1000 179

78425-A15 LB20-36-126SA 750 185

78425-A15 LB20-36-135SA 750 191

7842-A300 LB20-42-108SA 1250 225

7842-A000 LB20-47-99SA 1500 225

OPTIONAL WHEEL 
KIT AVAILABLE
An optional wheel kit is 
available (Part #78425A04) 
to help transition the ramp 
more smoothly when 
deploying it on the ground.
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WARNING: Link products must be professionally installed by a trained technician when being placed into an Electric Vehicle (EV). 
Electric Vehicles have higher voltage batteries and cables and drilling into Electric Vehicles may cause serious bodily harm and 
possibly death. Link is not responsible for optional configurations or equipment that restrict the installation of this product in any way. 
Consult OEM body builder guides for additional installation guidelines.


