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The Link 10K Auxiliary Suspension is a lightweight, 10,000 pound capacity, self-
steering lift axle that incorporates several unique features.  The patented, inter-
changeable ride height brackets allow the installer to manage inventory dollars 
and still have a lift axle available for almost any truck.  The improved lift spring 
geometry of the Link 10K Auxiliary Suspension assures longer life of the lift 
springs and less downtime for the owner.  The compact mounting envelope 
(22ò) combined with the integrated air control system (optional) saves valuable 
frame rail space.  The separate ride height brackets and pre-plumbed integrated 
air control kit can save up to 3-5 hours of installation time. 
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10K Auxiliary Suspension 
10,000 LBS. CAPACITY 
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SUSPENSION-AXLE, UNITIZED (BASE UNIT)  

 c 8A000746  AUXILIARY SUSPENSION, 10K 

 c 8A000747  AUXILIARY SUSPENSION, 10K INTEGRATED AIR 

 

FRAME BRACKET KITS, (CHOOSE ONE)  

STANDARD FRAME BRACKETS TALL FRAME BRACKETS 

 c 8A000410  11 - 13 1/2" RIDE HEIGHT   (NO SPACER)  c 8A000414  11 - 13 1/2" RIDE HEIGHT 

 c 8A000411  13 - 15 1/2" RIDE HEIGHT   (2ò SPACER)  c 8A000415  13 - 15 1/2" RIDE HEIGHT 

 c 8A000412  15 - 17 1/2" RIDE HEIGHT   (4ò SPACER)  c 8A000416  15 - 17 1/2" RIDE HEIGHT 

 c 8A000413  17 - 19 1/2" RIDE HEIGHT   (6ò SPACER)  c 8A000417  17 - 19 1/2" RIDE HEIGHT 

 

AIR CONTROL KITS FOR INTEGRATED SUSPENSIONS (CHOOSE ONE)  

 c 13501023  CONTROL-INTEGRATED-STANDARD 

 c 13501024  CONTROL-INTEGRATED-SEALED 

 

OPTIONAL AIR CONTROL KITS FOR NON-INTEGRATED SUSPENSION (CHOOSE ONE)  

 c 13501025  CONTROL-NON-INTEGRATED-STANDARD 

 c 13501026  CONTROL-NON-INTEGRATED-SEALED 

 

OPTIONAL KITS  

 c 800A0210  KIT-MOUNT, SHOCK ABSORBER 

 c 800A0032  FASTENER KIT 2" FASTENERS  

 c 800A0305  FASTENER KIT 2 1/2ò FASTENERS"  

 c 13501016  RATIO RELAY VALVE KIT 

 c 800A0202  REVERSE LOCK KIT (CUSTOMER / UPFITTER INSTALLED)  

 c 13501027  KIT-AIR TANK  

 

OPTIONAL FENDER KITS (CHOOSE ONE)  

 c 800A0201  KIT-FENDER MOUNT, 8K/10K AXLE  

 c 80002605  FENDER-PAIR, POLY, 12" WIDE, LOW PROFILE  

 c 80002609  FENDER-PAIR, ALUM, 10" WIDE  

 c 80002610  FENDER-PAIR, SS, 10" WIDE  
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To order your Link 10K Auxiliary Suspension, use the order form on page 2 of this document to 
assist with your specific selections. 
 

1. Order the Base Unit. 
2. Order the Ride Height Bracket Kit. 

a) Determine the Loaded Tire Radius on the chart below. 

b) Subtract Loaded Tire Radius from Loaded Frame Height to find correct ride height. 
 

Loaded Frame Height - Loaded Tire Radius = Ride Height  
 

c) Select the correct Ride Height Bracket part number from the chart from page 5 or 6 de-
pending on your application. 

4. Choose the desired Air Control Kit. 
5. Select any additional Optional Equipment. 
6. Call your Link Manufacturing Sales representative at the number below to place your order. 

QUICK SPECS 
MODEL:   10K  

TYPE:   SELF-STEER 

WEIGHT:   796 LBS 

CAPACITY:   10,000 LBS 

TRAVEL:   13" 

LIFT:   7 - 9 1/2" 

RIDE HEIGHT:   11 - 19 1/2" 

ENVELOPE:   22" 

FRAME WIDTH:   33 1/2 - 35ó 

TUBE TYPE TUBELESS ISO (METRIC) 
LOADED 
TIRE 
RADIUS 

DIAMETER 

7.50R15   215/75R17.5 14 30.2 

8.25R15 8.5R17.5 225/70R19.5 15 32.9 

  9R17.5 245/70R19.5 15.5 33.1 

  10R17.5   15.5 33.9 

  8R19.5   16 34 

10.00R15     16.5 35.8 

7.50R20 8R22.5 255/70R22.5 17 36.5 

  11R17.5 245/75R22.5 17 36.6 

8.25R20 9R22.5 235/80R22.5 17.5 37.8 

    255/75R22.5 17.5 37.7 
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